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Scott Gustin

‘Subject: FW: car wash

From: David Hauke [mailto:dhaukevt@comcast.net]
Sent: Monday, August 31, 2015 11:32 AM

To: Scott Gustin <SGustin@burlingtonvt.gov>
Subject: RE: car wash

Hi Scott,

Sorry that information wasn't included. The car wash would be open seven
days a week and operate from 7:00 AM to 8:00PM. We will only need one
employee for approximately 4 hours per day, as one bay will be automatic
and the other is a self-wash. We anticipate 60 washes per day. This was
generated by capturing .004 percent of the 13,400 daily traffic count on
North Ave. I believe a majority of these washes will be from customers
frequenting Hannaford’s. I'll drop a check off to your office. Please let me
know if you need any additional information.

David



DESCRIPTION

RECE:

- CAUGLE 2

parking garage and canopy luminaire is an innovative
solution that delivers an unparzlleled combination of per
and visual comfort. The patenied WaveStream™ optical

blocks the line of sight from the LED light sources to %ﬁi&%gv@s}e

extracting the maximum amcuni of light an task. This appro

Lltsdh

a high level of uniformity and vertical footcandies that enhances safety in
the application environment. The TopTier luminaire is UL/UL listed for
wet locations, 1P66 and 3G vibration rated.

SPECIFICATION FEATURES

BERRRTMES

S

‘Catalog#®

: Projeét

i Prepared by

Construction

Qne-pisce, low copper die-cast
aluminum housing provides a
clean aad symmetric housing.
Formaead aluminum top is sloped
to prevant bird nesting. Metsi
electrica! tray allows for easy
electrical access for fiald servicing.

Optics
Unique optical distributions sre
accomplished using various
combinations of rafiective backing
plates and WaveStream optical
technology. The optical Waveguide
is manufactured using precision
injection moided acrylic. The
optics contain features that form

a repeatable and redundant
pattarn to diract light in a precisely
prescribed distribution. For the
ultimate lavel of glare controf and
visual comiort, specify the SG
option which adds a Solit
fens that works in combination with
the Wavegquida lens and refinati

Ve

backing plate. Oftered standard
in 4000K (+- 275K} CCT, optional
3000K and B000K. Minimum 70 CRL

DIMENSIONS

Electrical

LED driver(s) are mounted to
maeral electrical tray for cptimal
thermal performance. 120-277V
50/60Hz, 347V 60Hz or 480V B80Hz
operation. For ¢-10V dimming
driver(s), specify the DIM option.
Shipped stendard with Cooper
Lighting propriatary circuit module
designad o withstand 10kV of
transient line surge. Greater than
8%5% lumen maintenance expected
21 60,000 hours, based off LM-80
test data and TM-21. Suitable for
amibient temperature applications
from -40°C (-40°F} 10 40°C {104°F).
For 50°C {122°F) applications,
specify the HA high ambient
option. IP66 rated against the
ingress of dust and water,

Mounting

Standard fixture mounts tc a
square cr octagonal 4” surface or
recessed j-box via heavy-gauge
quick mount bracket. With the
addition of a field supplied wet
focation j-box, the luminaire cen
be pendant mounted to a rigid or
free swinging pendant. Optional
mounting methods include
trunnion mount and wall mount.

Finish

Housing finished in white Super
durable TGIC polyester powder
coat paint, 2.5 mif nominal
thickness for superior protection
agsinst fade and wear. Optional
colors include black, bronze,
grey, dark platinum and graphite
metallic. RAL and custom color
maiches available. Consult the
McGraw-Edison Architectura!
Colors brochure for the complete
selection.

Warranty
Five-year warranty.

SURFACE OR PENDANT MOUNT

TRUNNION MOUNT

WALL MOUNT

Cooper Lighting

by N

s sesiguhights.erg

TT TOPTIER LED

Solid State LED

PARKING GARAGE AND CANOPY
LUMINAIRE

CERTIFICATION DATA
YLicUL War Location Listed
3G Vibration Bated

LIM78 7 LMBC Compliant

i1t
Dissignlaghns Consortivm & Quakified”
S0 9001

ENERGY DATA

Electronic LED Driver

»0.9 Power Factor

Taotal Harmonic Distortion
120-277V:50 & 60Hz, 347V:E80Hz,
48OV:B0H2

40T Min, Temperatues

40°C Niox. Temperature

50°C Max. Temperawre {HA Opticn}

SHIPPING DATA
Approximate Net Weight:
16 ins. 7.2 kgs.

ek
14 ADH131097
o 2034-08-21 15:58:45



° Catalog
LITHONIA LIGHTING® |w-
Nates Soii 4 g
FEATURES & SPECIFICATIONS AR tooons
INTENDED USE — Used for car lots, street lighting or parking areas. L -
CONSTRUCTION — Rugged, heavy-gauge, .12° thick, lightweight extruded aluminum housing. Square OF P8 RTAMEN T A
shape, seam-welded and internally sealed for weather-tight integrity. Naturally anodized, extruded CNIELTT T P s
aluminum door frameis sealed to housing by a silicene, closed-celf gasket and is secured with closing screws. e LONGNGE
Canbe hinged from any of the four sides, Area Lighting
Finish: Standard finish is dark bronze {DDB), pelyester powder, electrostatically applied and oven-cured.
Other powder architectural colors available. KS E 2
OPTICS — Reflectors are anodized and segmented for superior uniformity and control, which allows the
flexibility to mix distributions without compromising the averall lighting job. Reflectors attach with tool-less
fasteners and are rotatable and interchangeable. Five cutoff distributions available: Type It (readway), Type )
1l {asymmetric), Type IV (forward throw, sharp cutoff), Type IV (forward throw, wide), TypeV (square). Lens METAL HALIDE: 250-400W
is..125" thick impact-resistant tempered glass, HIGH PRESSURE SODIUM: 250-400W
ELECTRICAL — Ballast is constant wattage autotransformer, Super CWA pulse start ballast is required 20" to 40' Mountin
for 320% and 350W (must order SCWA option). Super CWA pulse-start ballasts, 88% efficient and EISA 9
compliant, are required for 250-400W (must order SCWA opticn) for U.S. shipments only. CSA or INTL
required for probe-start shipments outside the US.
Ballasts are 100% factory-tested. Removable power tray and positive [ocking disconnect plugs. iy
Socket: Porcelain, horizontally oriented, mogul-base sacket with copper alloy, nickel-plated screw shell and Spedfications o
center contact, UL listed 1500W-600V, 4KV. £PA: 1.9 (18 ) ; T
INSTALLATION — Extruded 4" aluminum arm for pole or wall mounting is shipped in fixture carton.  (includes arm) 1 D
Optional mountings available. s |
o i ) ) ) ) Square: 19{48.3) - §
LISTING — ULlisted for wet locations. Listed and labeled to comply with Canadian standards (see Opticns). Depth: 10-15/16 (27.8) I- - o
WARRANTY — 1-year limited warranty. Complete warranty terms located at Armiength: 4{10.2) !
v:\mamnfﬁybm-ndg.com'lfustgmemysonfrrggz1grmﬁs and_cenditions.aspy “eight:39.9 s (18,1 kg) Mountingoption  Drilling template
Note: Specifications subject to change without notice. B SPx, RPxx, DAT2P 5
All dimensions are inches (centi ) unless WBxx, DA12WB 6
otherwise specified. Wiix 7
ORDERINGINFORMATION For shortest lead times, configure product using bolded options. Example: KSE2 400M R3 TB SCWA SP04 LPI
KSE2
Series | Wattage Distribution Voltage Ballast Maunting
KSE2 | Metal halide R2 Typelf roadway 120 347 {blank) Magnetic SP04  Square pole® WWO09  Wood pole orwall
250M' 350M2 A3 Typelllasymmetric | 208°  480° wi Contantwattageisolated | SP09  Squarepole L/ARM  When ordering KMA, DA12
320M  400MM RASC  TypelV forward 240°  TB® Pulse Stor? @ RPO4  Round pole® Optional mounting, shipped separately®
) throw, sharp cutoff TR
Hidh pressure ) P M M | s Super CWA pulse-star RPO9  Round pole DAT2P  Degree arm, pole
sodium* R Typell foruard allsct WB04  Wall bracket DAT2WB  Degree arm, wall
2505 4005 RS Typ e\; - NGTE: For shipments to US. tertitories, WB09  Wall bracket KMA  Mastarm adapter
zfstm must be specified to comply with WW04 Wood poleorwall® KTMB  Twin mounting bar
Options Finish' Lamp'®
Shipped installed in fixture €S54 Listed anq labeled to Shipped separately® (blank) Dark Super Durable Finishes | Striping® LPI 'Lamp
PER  NEMAtwist-lock complyvith Canadien | pey - NEWA twist-lock PE (120, bronze | ppgxp  Dark SDDB  Dark bronze lilided
receptacle only (no an g 208, 240V) DWH  White bronze SDWH  White ULP Less
photocontrol} INTL ﬁ‘t";r't’ﬂsg:g;%;{’”ugﬂﬂﬁ PE3  NEMAtwistlokPE(347Y) | DBL  Black DBLD  Black AL Black L
SF Singlefuse (120,277, theUS. PE4 NEMAtwist-lokPE(480V) | DMB  Medum | ONAXD  Nawrl | spNa  Nawsl
| Hjnats KW KiloWatch® 120V control | PE7 NEMA twist-lock PE (2770) bronze aluminum aluminum
OF 2333;5 ?'STEB(ZUS' , relay" SC  Shorting capfor PERoption | DNA  Natural | DWHKD  White DTG Tennis green
" ke KiloWatch® 277V control | s ouse e shield (R2, R3)" alaminem | opg1xp Testured | spaR  Brghtred
QRS  Quartzrestrike system" relay” NS — ' DSS Sandstone dark SDBUA Darkbl
EC  Emergency circuit” REGCT  California Title 20 effective Y6 Vandal guar DGC Charcoal bronze ark blue
n2mn gray DBLBKD Tewtured | SLCYM G
D16 Teniiis black SDYLB  Yellow
green DNATXD  Textured
DBR  Brightred natural
DS Steelblue aluminim
DWHGXD  Textured
white

GUTDNOR : KSE2-H-§



KSE2 Premium Cutoff Lighting

DECEIVE

i
i

HNotes

Accassories: Tenon Mounting Slipfitter
Number of fixtures. (RPxx required )

~

Coefficient of Utilization
Initial Footcandles

KSE2 400M R2  TEST NO: 1195020512P
ISOILLUMINANCE PLOT (Footcandle)

KSE2 400M R3

ISOILLUMINANCE PLOT (Footcandle)

TEST NO: 1195020563P
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OOV HH
i 7V 12 LR é
Y= . B
p %) a 1 2z k| 4 5 B *

0 1 2 3 4 5 6
lumens, Foclcandle values based on 20'
mounting height.

Classification: Type lll, Shor, Full Cutell

400W pulse start metal halide lamp, rated 38000
lumens. Faotcandle values based on 20"
mounting height.

Classification: Type I, Short, Full Cutoff

KSEZ2 400S R4W Test No. LTL8480

COEFFICIENT OF UTILIZATION

KSE2 4008 RSS

COEFFICIENT OF UTILIZATION

400W pulse starl metal halide lamp, rated 38000
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VN 18 LA AN
05 __/Cﬁ/ \ ' § =T 17 \
.2.01—// \l ' g J}
] 1 2 3 4 5 6 0 i 2 3 4 5 ]

400W High Pressure Sodium lamp, 50000 rated
lumens. Footcandle values based on 20"

mounling height, Distribution IV wide, forward throw. mounting height, Distribution V, cutoff.

NOTES:
Photomelric dala for other distributions can be accessed fiom the Litheni Lighting website. (v lithonia.com)
For electrical characteristics, consult outdaor technical data spacification sheets on

Tested to current IES and NEMA standards under stabilized laboratory conditions, Various operating factors an cause differences
between labosatory and actual field measurements. Dimensians and specifications are based on the most current available data
and are subject to change,

Actual performance may differ as a resuit of end-user environment and application.

[EVIE

Y

400W High Pressure Sodium famp, 50000 rated
lumens. Footcandle values based on 35'

These wattages require the REGC1 aption to be chosen for
shipment to California forTitle 26 compliance. 250M REGCTis 9
notavziladle in 347V or 480V.

10 g% isw?ﬂe E&i BECESSOpY
These wattages da not comply with California Tie 26 requlations. 11 mmA leavait QA: ingfxdgj OF

PRLIS Pt S isar ot (5
fix

Cptional muiti-tap ballast {120, 208, 240, 277V); (120,277,

2
3 Usewith ED28 reduced jacket famp.
o o o one o
Tenon0.D.  One Two@180°  Two@90" Three@120°  Three@20°  Four@90 4 Notavatable with SCWA
2387(6) 1204190 T20-80  T20-290 T20-320 T20-3%0 T20-490 S Mustspedty CWl o use n Ganad,
2-7/8*(73) 125190 T125-280 125-290 T25-320 125-390 125-490 6
2 in Cznad:

£(102) TS0 THBW TS0 135220 5390 135450 IinGoad).

Consult factory for avatlable waltages.

Test No. 1195020527

DISTANCE IN UNITS OF MOUNTING HEIGHT

&

o

ona 96° drilling pattern.
May be ordered as an accessory.

‘13 with KSE2 when ofdeting as an dccéssory,

Use9” a?&L o orimé!umggja‘x:’! oriented

14 See wwwlithoais.com/archealors for additional caloz

options,
15 Striping is available i the ¢ colers listed only.
16 Must be spedified.

KSE2 400M R4SC - TEST NO: 1195020521P
ISOILLUMINANCE PLOT (Footcandle)
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400W pulss start melal halide famp. rafed 32600

lumens. Footcandie values based on 26"
mounting noight

Ciassification: Unclassified (Type iV, Very Shod), Full Cutetf

Mounting Height Correction Factor

{Multiply the fclevel by the correction factar)

0" mounting height 35' mountiag height
25ft=064 15ft.=540
30fl=044 25ft=196

( Existing Mounting Height
New Mounting Height

2
) = Correction Factor
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Heating and Air Gonditioning
TECHNICAL GUIDE Description

YORK® ZF/ZR/XP Series units are convertible single package
high efficiency rooftops with a common roof curb for the 3, 4, 5
and 6 Ton sizes (ZR, XP not available in 6 Ton). Although the
units are primarily designed for curb mounting on a roof, they
can also be slab-mounted at ground level or set on steel beams
above a finished roof.

g

All ZF/ZR/XP Series units are self-contained and assembled on
rigid full perimeter base rails allowing for overhead rigging.
Every unit is completely charged, wired, piped and tested at the
factory to provide a quick and easy field installation.

R"41 OA All models (including those with an economizer) are convertible

ZF I ZR I XP SERIES between bottom and horizontal duct connections.

ZF/ZR Series units are available in the following configurations:

3 - 6 TON cooling only, cooling with electric heat, and cooling with one or
two stage gas heat. Electric heaters are available as factory-
60 HertZ installed option or field installed accessory.

XP Series units are available in the following configurations:
cooling and heating only and cooling and heating with electric
heat.
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